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   IDLE                              RUN  

THROTTLE 19492

19791

WARNING
OPERATION OF THIS EQUIPMENT MAY 
CREATE SPARKS THAT CAN START FIRES 
AROUND DRY VEGETATION. A SPARK 
ARRESTER MAY BE REQUIRED. THE 
OPERATOR SHOULD CONTACT LOCAL FIRE 
AGENCIES FOR LAWS OR REGULATIONS 
RELATING TO FIRE PREVENTION 

Safety Decals: GPR78H (Decal Set #16031)
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CAUTION
Machine may fall and cause 

injury or damage if lifted 
improperly.

16025

Lift only by lift hook

Weight~ #625 (284kg)
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U.S. PATENT 7,165,469
19326  HYDRAULIC PLATE
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FORWARD

REVERSE
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UNLEADED GASOLINE
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(ON FUEL TANK)

(BOTH SIDES)
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ENGINE
OIL DRAIN
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CAUTION
Read the Operation Instructions before operating this 
piece of equipment.
Keep unauthorized and untrained people away from this 
equipment.
ROTATING & MOVING PARTS! Make sure all guards 
and safety devices are in place.
DO NOT RUN this machine in an enclosed area. The 
engine produces carbon monoxide, a POISONOUS 
GAS.
Wear approved hearing protection, foot protection, eye 
protection and head protection.
SHUT OFF the engine before servicing, cleaning or 
adding fuel.
Failure to comply could result in serious bodily injury.

15867

HYDRAULIC OIL
15844

��������	
����
�

�	�����	�����

�������

�����

  1.  Check engine oil level.
  2.  Open fuel valve.
  3.  Choke engine. A warm engine may not need to be
       choked.
  4.  Open throttle part way.
  5.  Pull starter rope.
  6.  After starting: open choke, return throttle to idle
       position.
  7.  During operation, when excessive kickback is
       noticed, maximum compaction has been reached.
  8.  To stop, return throttle to the idle position, use
       engine stop switch, close fuel valve.

GASOLINE PLATE
OPERATING INSTRUCTIONS
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SPECIFICATIONS

Specifications subject to change without notice.

No universal method or formula has been accepted for determining “Compaction Force”. All manufactures employ their 
own method or formula.

GRP78H GPR78D
CENTRIFUGAL FORCE 7875 lbf (35 kN) 7875 lbf (35 kN)

EXCITER (VPM) 4080 vpm 4080 vpm

TRAVEL SPEED 82 ft./min. (25 m/min.) 82 ft./min. (25 m/min.)

COMPACTION DEPTH 22 in. (56 cm) 22 in. (56 cm)

WIDTH x LENGTH 17.7 X 32.3 in. (45 X 82 cm) 17.7 X 32.3 in. (45 X 82 cm)

OPERATING WEIGHT 522 lb ( 237 kg) 567 lb ( 257 kg)

ENGINE   Honda GX270 16.5 in.Š (270 cmŠ)    Hatz 1B30 21.2 in.Š (347 cmŠ)

FUEL Gasoline Diesel

ENGINE SPEED 3600 rpm 3600 rpm

STARTER SYSTEM Recoil Recoil

PLATE EXTENSIONS 3 in. (7.6 cm) 40lb (18 kg) 3 in. (7.6 cm) 40lb (18 kg)





Stopping Engine

1. To stop the compactor from traveling forward, return
the engine throttle to idle position.

2. Whenever possible, it is recommended to let the
engine idle for one or two minutes before stopping.

3. Gas engines: Turn the switch on the engine to
“STOP” position.
Diesel engines: Move the throttle control to the
“STOP” position.

4. Turn off the fuel valve where applicable.

Lifting/Transporting

1. Lift unit by center lifting eye on roll cage.

2. The unit must be transported in the upright position.
DO NOT lay machine on its side.

3. Secure or tiedown unit using lift eye or roll cage when
transporting.

WARNING
Always stop the engine before:

Adding fuel.

Leaving the equipment unattended for any
amount of time.

Before making any repairs or adjustments to the
machine.
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MAINTENANCE

WARNING
Always exercise the stopping procedure before
servicing or lubricating the unit.

After servicing the unit, replace and fasten all
guards, shields, and covers to their original
positions before resuming operation.

CAUTION
Always verify fluid levels and check for leaks after
changing fluids.

Do not drain oil onto ground, into open streams,
or down sewage drains.

Maintenance Schedule

1. Check all hardware after the first 5 hours of use, then follow the maintenance schedule.

Fluid Levels

1. MBW  #01058---- 6-Pack (8 oz. bottles)
MBW  #17320---- 1 quart (32 oz.)

Engine Maintenance

Refer to the engine owner’s manual for maintenance
intervals and procedures.

Engine Speed

1. Engine speed is factory set according to the speeds
listed in the Specifications section of this manual. Do
not tamper with the governor setting. The governor
establishes safe operating limits which must not be
exceeded.

2. Refer to the engine Owner’s Manual for procedure on
setting operating and idle speeds.

3. The engine operating speed should be set to 3600
RPM.

4. The engine idle speed must not exceed 1800 RPM. If
the idle speed is greater than 1800 RPM the clutch
may not disengage.

Belt Adjustment

If any belt stretch develops follow these steps:

Refer to MAIN ASSEMBLY, page 22.

SYSTEM MAINTENANCE
EACH 
USE

EVERY 50 
HOURS

EVERY 100 
HOURS

EVERY 250 
HOURS

YEARLY

Engine Refer to engine operator/owner manual X

Clean cooling fins X X

Belt Check for wear and retighten X

Exciter Check for oil leaks X

Change oil X X

Tighten Bolts1 X X

Hydraulics Check level and refill X

Hardware Check and tighten as needed1 X X

Shockmounts Check for cracks or tears X X

SYSTEM FLUID VOLUME RECOMMENDED OIL

Exciter 24 oz. MBW Ground Pounder® Exciter Oil1

Hydraulic Oil 4 oz. Chevron AW ISO or Rykon 32

Engine Refer to engine operator/owner manual
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